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ORAPI ® cannot be expected to know all applications in which its products are used or their conditions of use. ORAPI ® shall not be held responsible: for the suitability of its products for a given use or specific purpose, 
for the methods of application over which it has no control. The information contained in this technical data sheet can on no account be a substitute for the preliminary tests which are essential and which must be 
carried out in order to check the suitability of the product to each intended application. The user of the product described in this technical data sheet is solely responsible for all measures required to protect people and 
property from hazards that may arise from the implementation and/or use of this product. Therefore, ORAPI ® renounces any implicit or explicit guarantees, including guarantees relating to marketability or suitability for 
a certain purpose, resulting from the sale or use of its products. In particular, ORAPI ® renounces any claims for incidental or consequential damages whatsoever, including financial operating losses."  

 
 

 

 

NET' ECRAN 

GLASS CLEANER 
 

SCREENS, WINDSHIELDS, GLASS 
 

 
 

DEFINITION 
Anti-static cleaner for all types of glass surfaces, plasma and LCD screens, plastic and rubber materials. 

 

ADVANTAGES 
Does not harm synthetic materials used in computer systems. 
Does not run. 
Produces an antistatic effect against dust. 
Leaves no residue. 
 

APPLICATION FIELDS 
Use on glass surfaces. 
Use on computer or television screens, photocopiers, all video display systems, etc. 
Cleaning computer racks, toner cartridges, keyboards, etc. 
Cleaning control panels, Sat Nav screens, etc. 
Effectively removes fingerprints on touch screens. 
cleaning windshields : cars , planes, trains , ... 

 

TECHNICAL CHARACTERISTICS  
Density at 20°C (ASTM D 4052)  ......................  985 g/l 
KB Index: (ASTM D 1133)  ...............................  51 
pH .....................................................................  7 
Surface tension at 25°C (dynes/cm²)  ...............  34 
 

INSTRUCTIONS FOR USE 
Disconnect equipment from power source. Apply to the surface to be treated; wipe with a soft cloth. 
Reconnect equipment to power source after product is dry. 
 

PACKAGING 
650 ml aerosol Ref. 4502 A4 x 12 
5 L jerry-can Ref. 2502 J1 x 4 
20 L drum Ref. 2502 O1 x 1 
 

APPROVALS 
AIRBUS 4988980101 and 4988980500 
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